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90° Peel Adhesion

Ÿ Rugged construction, capable of withstanding the abuse of the production environment
Ÿ Advanced digital speed control with stepper motor
Ÿ Selectable speeds of 1-24 ipm (3-60 cpm), available in even increments 
Ÿ Test angle is permanently set for 90
Ÿ 10 pound load cell is included with the machine
Ÿ Capable of pulling up to 10 lbs (4.5 kg)
Ÿ Test samples as short as 1/2” to as long as 6” (12-150 mm)
Ÿ Unique design capable of testing thick samples or setups involving xtures
Ÿ Designed to accept standard 2” x 6” peel panels (50 mm x 150 mm)
Ÿ Increments 1.25-11.25 cm/.5-4.5 inches

Product Overview 

Get precision measurements for 90° peel tests with the ChemInstruments 90° peel adhesive testing machine. The 
90° peel adhesive tester runs at varying speeds for added exibility and offers a number of additional features.

Ÿ The ChemInstruments electronic data acquisition system is a state-of-the-art microprocessor controlled force 
measurement package that combines accuracy with ease of use. This system simultaneously controls test 
motion, reads the force of a test from a load cell, digitally displays it, and stores the data in its memory.

Ÿ Records 400 HZ, 8 samples are collected, averaged and stored as a data point. A test will generate a data 
point every 20ms

Ÿ Displays the average, high, and low measured force results immediately upon completion of a test
Ÿ Export data by USB connection to a local PC with our EZ Data software
Ÿ Displays test values in grams, kilograms, ounces, pounds, or Newtons

Data Acquisition System

PA-2000-90

Exclusive Distributors for India 

GEM Seller Id : BAB7190000927726

Contact Us

+91-22-4884 4886/81/93/85

sales@khushbooscientific.com

www.khushbooscientific.com

Certifications 

NABL (CC-4436) ISO CRISIL

Khushboo Scientific Pvt. Ltd. 

15th Floor, Jolly Maker Chambers II,
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NABL Accredited Calibration Lab
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