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Probe Material Analyzer

Aversatile and user-friendly testing device, the ChemlInstruments Probe Material Analyzer is carefully designed so
you can characterize a variety of materials through the insertion, dwell and retraction of custom probe sensors.

Those materials include viscoelastic polymers, adhesives and compounds. Data management is made easier with
the included EZ Data software.

Product Overview

Rugged construction, capable of withstanding the abuse of the production environment

Digital speed control with encoder feedback

Selectable speed range from 0.02 — 40 in/min (0.01 ipm increments) or 1-64 cm/min (0.05 cpm increments)
Designed to be a research tool and capable of testing in both compression and tension directions
Programmable settings for insertion, dwell and retraction segments of a test

Selectable test lengths from 0.025 — 4 inches (0.025 in increments) or 0.05 — 10 centimeters (0.05 cm
increments)

Additional features include: force/distance mode selection, automatic test return and percent break

10 pound load cell is included with the machine

EZ-Data data management software is included with this machine

Accurateto = 0.1% of load cell range

Capable of pulling up to 25 pounds (11 Kg)

Universal input voltage from 85-265 VAC (50/60 Hz)
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Data Acquisition System

¥ The Chemlinstruments electronic data acquisition system is a state-of-the-art microprocessor controlled force
measurement package that combines accuracy with ease of use. This system simultaneously controls test
motion, reads the force of a test from a load cell, stores that data in its memory and interfaces with EZ-Data
data management software to show the results graphically.
Samples at 400Hz, 8 samples are collected, averaged and stored as a data point. A test will generate a data
pointevery 20ms
Displays a graph of all measured force values upon completion of a test
Displays the average, high and low measured force results immediately upon completion of a test
Export data by USB connection to a local PC with our EZ Data software
Displays test values in grams, kilograms, ounces, pounds or Newtons
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