Taber® Linear Abraser we s

Engineered to test either contoured or flat surfaces, the Linear Abraser is ideal to evaluate finished
products of various sizes. Attached to the end of the arm is a precision bearing spline shaft that creates
a free-floating’ test system and permits vertical movement. The test attachment is affixed to the bottom
of the spline shaft and a weight support is mounted to the top to allow for different applied loads. As the
horizontal arm reciprocates back and forth in a linear motion, the test system raises or lowers vertically
as the test attachment follows the contours of the specimen. To expand the versatility

of this instrument, the Linear Abraser can be configured with optional test attachments

to evaluate the relative resistance of a material's surface to damage such as wear and

abrasion, scratch, gouge, scrape, rub, crocking, plus others. The Linear Abraser can be

used for both wet and dry testing.

STANDARD FEATURES

® |CD OPERATOR TOUCH SCREEN INTERFACE
WITH SELECTABLE DISPLAY OPTIONS

® ELEVEN STANDARD STROKE LENGTHS
FROM 0.2 TO 4.0 INCH

® VARIABLE STROKE SPEED FROM
2T0 75 CYCLES PER MINUTE

® VARIABLE LOAD FROM 350 TO
2400 GRAM WITH OPTIONAL
AUXILIARY WEIGHT DISCS

® [ ASER ALIGNMENT GUIDE FOR
ACCURATE SPECIMEN POSITIONING

® DISPLAY TEST CYCLES OR STROKES

® SAFETY SWITCH STOPS TEST WHEN
LID IS RAISED

® HOME FEATURE FOR EASE OF SET-UP

q



VERSATILE TESTING WITH A SINGLE, RUGGED, DURABLE INSTRUMENT
The Linear Abraser allows selectable test parameters such as speed, stroke length and test load.

With a full offering of optional test attachments, auxiliary weights, and standardized abradants, the
Linear Abraser can also be used to perform crock, rub, scuff, steel wool abrasion, scratch, mar,
scrape, gouge and other types of physical property testing. An optional T-Slot Specimen Table is
available to secure most test specimens.

MAINTAIN CONSISTENT TESTING STANDARDS WITH TABER ABRASIVES

Perform abrasion tests utilizing standardized Taber abradants. Consisting of the same high-quality
abrasive media found in our world-famous abrasive wheels, the Taber Wearaser® is available in
formulations that generate slight to extreme

abrasion. Other standardized abrasives are also

available such as crocking cloth, H1 felt, steel

wool, Scotch-Brite™ and sandpaper.

TABER LINEAR ABRASER INCLUDES:
® Wearaser Collet Kit, Stainless Steel
® 250g Auxiliary Weight Disc (x3)

® CS-10 & H-18 Wearasers

® Wearaser Depth Gauge / Sharpener LCD OPERATOR TOUCH SCREEN
) ) Provides enhanced user experience with an
® S-14 Refacing Strips easy-to-use operator interface.

® S-12 Hand Brush

LINEAR ABRASER
REFERENCE DIMENSIONS

20.0in
[508 mm]

178 in [453 mm] 4>‘ ’47 13.6 in [345 mm] 4>‘
Extended 21.8 in [554 mm]
OPTIONAL ACCESSORIES (SOLD SEPARATELY)

® WIDE SELECTION OF STANDARDIZED ® WEAR & ABRASION TEST ATTACHMENTS
TABER ABRASIVES ® SCRATCH & MAR TEST ATTACHMENTS
® ACCESSORY WEIGHT DISCS ® WIRE / CABLE SCRAPE ABRASION KIT

® SPECIMEN MOUNTING OPTIONS ® FLEXIBLE FILM ABRASION KIT
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