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Testex Digital Micrometer Thickness Gage
The Testex Digital Micrometer Thickness Gage is a custom-designed instrument op�mized for 
accurately reading surface profile replicas created using Testex Press-O-Film Tape. It simplifies the 
compliance process by integra�ng interna�onal standard requirements and automa�c backing 
subtrac�on into a durable, all-metal housing. This gage is essen�al for corrosion professionals who 
require quan�ta�ve, error-free measurement of peak-to-valley profile height on blast-cleaned 
substrates.
• Automates standard compliance calcula�ons
• Stores 250 readings on-screen sta�s�cs
• Measures automa�cally subtracts backing film
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Easy to Use
• Bright, high-contrast digital color display with large numerals for easy viewing in bright or dark 

environments
• Measures in both Microns and Mils
• Built-in memory for up to 250 readings with on-screen sta�s�cs. View and download 

measurements on any computer using the included USB cable. No so�ware required.
• Durable, all-metal housing
• Powered by a single AAA ba�ery

Designed for Replica Tape
• Simply select the appropriate replica tape grade to automa�cally apply the appropriate conversion 

factor and subtract the 50 µm (2 mils) backing thickness
• In ‘Average mode’, the Micrometer prompts the user and averages two readings, in compliance with 

interna�onal standards
• A traceable Cer�ficate of Calibra�on is included with each digital micrometer

Download to a PC or Mac
• Fully compa�ble with powerful PosiSo� So�ware for archiving and repor�ng measurement data
• USB Drive mode retrieves data in a manner similar to a flash drive in .csv format. No so�ware to 

install or internet connec�on required.

Features 



Authorised Service Centre for DeFelsko, Rhopoint, Q-lab & CHN Spec   
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Certifications 

NABL (CC-4436) ISO CRISIL

Khushboo Scientific Pvt. Ltd. 

15th Floor, Jolly Maker Chambers II,

Nariman Point, Mumbai - 400 021, 

Maharashtra, India  

Mumbai Delhi Chennai Pune Ahmedabad

NABL Accredited Calibration Lab

 

Measuring Range

Accuracy

Resolu�on

Closing Force

Anvil Diameter

0 - 40 mils

0 - 10 mils: ±0.2 mils

10 - 40 mils: ±(0.2 mils + 1%)

0.1 mils

1.1 N

0.25"

0 - 1000 µm

0 - 250 µm: ±5 µm

250 - 1000 µm: ±(5 µm + 1%)

1 µm

1.1 N

6.35 mm

Technical Specification

Standards 

• ISO: 8503-5
• ASTM: D4417
• OTHERS: ASME B46, NACE SP287, SSPC-PA 17, SP5, SP10, SP6, SP11-87T
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