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STIFFNESS TESTERS

FOR FLAT SHEET MATERIALS

PRINCIPLE

All Genuine Gurley™ bending resistance testers operate on a single physical principle, featuring a balanced pendulum or
pointer pivotally weighted at three points below its center. The pointer moves freely on jewel bearings, ensuring sensitivity
even with light materials. Samples are clamped onto a motorized arm, with their bottom overlapping the pointer. Test results
are digitally displayed, with an automatic calculation of average stiffness. For flat sheets, readings can be converted to force.
Accessory weights and calibration strip are included. Compliant with TAPPI #7543 and ASTM D-6125-97 standards, it offers
versatility for testing membranes or tubing.

(APPLICATIONSZ )

General Manufacturing Control - Determines flexibility/stiffness in
various products such as packaging, playing cards, boxboard
fabrics, containers, plastic, and some thin metal parts.

» Medical Manufacturing - Assessing material flexibility in adhesive
bandages, laminated or coated materials, and supplies for this
purpose.

« Textile Testing - Quantifying fabric "handle" while assessing the
effects of laundering, filling, starching, coating, weave differences,
and weight changes.

 Chemical Treatment - Evaluating the effects of various treatments
to stiffen or soften materials when using process chemicals such
as gums, lacquers, varnishes, latex, plastics, waterproofing
compounds, etc.

» Research - Facilitates easy evaluation of stiffness in product

m\“ L development and quality control, revealing distinctions that would

’ - otherwise be difficult to discern. Its unmatched range, sensitivity,

‘ capacity, and reliability render it indispensable across various
industries.

(FROM THE COMPANY THAT STARTED IT ALL: )

Since 1923, Genuine Gurley™ film, sheet, tubing and paper-testing instruments have been the industry standards for
measuring physical characteristics such as stiffness, flexibility, softness, porosity, air-permeability and smoothness.
Gurley instruments are used extensively in the paper manufacturing, paperboard converting, printing, medical product
manufacturing and textile/non-woven industries.



GPI K KHUSHBOO

(T SCIENTIFIC Sce 1984
T — Authorised Distributor for India

SPECIFICATIONS

(SPECIFICATIONSI )

All standard Genuine Gurley™ bending resistance/stiffness testers measure the
force required to bend a wide variety of flat materials under controlled and

repeatable conditions. This force may be equated to stiffness, resilience, flexibility or
pliability, depending on the nature of the material and purpose of test. There are
fifteen possible specimen sizes and an unlimited range of thickness up to 0.25 inches.

Four leveling screws and a circular spirit level are used to make the base level. The
loading weights, in two sections, screw together on the pointer or are mounted on a
bracket when not in use.

Meets industry standard: TAPPI #7543, ASTM D-6125-97
Dimensions: Height 20", Base 11 1/2"x 9 1/4”.
Clamp accomodates materials up to 2” wide and 1/4” thick.

Gurley bending resistance/stiffness testers are unique in that they not only meet
the most rigorous accuracy and sensitivity requirements but they are simple to
operate, require virtually no maintenance and are capable of testing a wider and
more diverse range of products than any other instrument available.

( UNCERTAIN WHICH MODEL IS BEST FOR YOU? J

We'd be pleased to test your material at no charge in order to determine the most suitable device for testing.
Call us at 1 (800) 759-1844 to make the necessary arrangements.

Universal Power Supply

A complete set of accessory weights (5, 25, 50, and 200 grams) are included as standard. Whether you are
testing fine films or asphalt roofing shingles, the Gurley bending resistance/stiffness tester offers you the greatest
range of possibilities. All combinations of size and counter weights are reduced to a common basis by means of a
factor table or software. This provides a range of readings on a continuous scale from 1 to 3,358,720.
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Khushboo Scientific Pvt. Ltd. Contact Us Certifications

NABL Accredited Calibration Lab @ +91-22-4884 4886/81/93/85

15th Floor, Jolly Maker Chambers I, @ sales@khushbooscientific.com
Nariman Point, Mumbai - 400 021, ’

Maharashtra, India www.khushbooscientific.com
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